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DEL 3082-99-03 Assembly Instuctions (PYG-32)
PLEASE RE AD INSTRUCTIOMS BEFDRE ATTEMPT NG ASSEMBLY,
QRIGINAL SEAL %@5!%&5% SCREW THIS AR SHIFTER HAS BEEN ASSEMBLED AND PRE-LUBRCATED
& - X FOR EASE OF FELD INSTALLATION :
g - THE AIR SHIFTER DOES NOT HAVE TOBE DISASSEMBLED TO NSTALL.
0 .

CRIGNAL SCREW |
MG % 15)

. Remove valve end cover andend plug - speal (MBI, as these
itermswill not be usedwith the CEL shifter. eep the four crignal
screws MG ¥ |15, original seal ond orng as ihese items will be
used with the CEL shifter. Mdwe sure that the valve spool and
valve face ae free of oy foreign particle.

2. Fitthe original sealand aring nto e grooves of the end plaie

|3 as shown.
3. Apply a small bead of removable threadlock {o the threads of the
spool adaptor [12). Tighen the assembly into the end of spool
by hand using a /4" hex hand wench in reda fitting port at the
end of piston{l Q.
4, Secire the ossembly {0 the valve body using the four arignal screws
MB x 151

5. Install fitthgs and dr lines and test for free movernent and
no ar lecks

(e
X

TIGHTEN THE ASSEMBLY BY HAND USING
A 14" HEX WRENCH

MAX TORQUE 45-50 in-lbs
00 NOT USE AM AR CUN

FCR SHIFTER REMOVAL, FOLLOW ASSEMELY PROCEDLRE IN REVERSE ORDER.

E-Z FIT AIR SHIFTER-3 POSITIONS, CHD:
ASSEMBLY INSTRUCTION DR 0. Feb 08108
3082-99-03
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